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SLX-5MS-1 Managed 5 5 — — — IP30 DIN rail - metal -40 to 75˚ C

SLX-5MS-4/5 Managed 5 3 2 — — IP30 DIN rail - metal -40 to 75˚ C

SLX-5MS-MDM-1 Managed 5 5 — — — IP30 DIN rail - metal -40 to 75˚ C

SLX-8MS-1 Managed 8 8 — — — IP30 DIN rail - metal -40 to 75˚ C

SLX-8MS-4/5/8/9 Managed 8 4 or 6 2 or 4 — — IP30 DIN rail - metal -40 to 75˚ C

SLX-8MG-1 Managed 8 — up to 4 8 up to 4 IP30 DIN rail - metal -40 to 75˚ C

SLX-10MG-1 Managed 10 8 up to 2 2 up to 2 IP30 DIN rail - metal -40 to 75˚ C

SLX-16MS-1 Managed 16 16 — — — IP30 DIN rail - metal -40 to 75˚ C

SLX-18MG-1 Managed 18 16 up to 2 2 up to 2 IP30 DIN rail - metal -40 to 75˚ C

SLX-5ES-1 Unmanaged 5 5 — — — IP30 DIN rail - metal -40 to 85˚ C

SLX-5ES-2/3 Unmanaged 5 4 1 — — IP30 DIN rail - metal -40 to 85˚ C

SLX-6ES-4/5 Unmanaged 6 4 2 — — IP30 DIN rail - metal -40 to 85˚ C

SLX-8ES-1 Unmanaged 8 8 — — — IP30 DIN rail - metal -40 to 85˚ C

SLX-8ES-6/7 Unmanaged 8 5 3 — — IP30 DIN rail - metal -40 to 85˚ C

SLX-9ES-2/3 Unmanaged 9 8 1 — — IP30 DIN rail - metal -40 to 85˚ C

SLX-6RS-1 Ring 6 6 — — — IP30 DIN rail - metal -40 to 85˚ C

SLX-6RS-4/5 Ring 6 4 2 — — IP30 DIN rail - metal -40 to 85˚ C
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SL-5ES-1 Unmanaged 5 5 — — — IP30 DIN rail - Lexan -10 to 60˚ C

SL-5ES-2/3 Unmanaged 5 4 1 — — IP30 DIN rail - Lexan -10 to 60˚ C

SL-6ES-4/5 Unmanaged 6 4 2 — — IP30 DIN rail - Lexan -40 to 60˚ C

SL-8ES-1 Unmanaged 8 8 — — — IP30 DIN rail - Lexan -40 to 60˚ C

SL-9ES-2/3 Unmanaged 9 8 1 — — IP30 DIN rail - Lexan -40 to 60˚ C

SL-6RS-1 Ring 6 6 — — — IP30 DIN rail - Lexan -40 to 60˚ C

SL-6RS-4/5 Ring 6 4 2 — — IP30 DIN rail - Lexan -40 to 60˚ C

FAST ETHERNET GIGABIT ETHERNET

MODEL TYPE
TOTAL
PORTS 10 / 100

100
FIBER

10 / 100
/ 1000

GIG
FIBER

INGRESS
PROTECT

MOUNTING
& CASE

OPERATING
TEMP

EL228-A0-1
single universal VAC /
VDC power input

Managed 28 up to 24 up to 26 4 up to 2 IP50 19” rack -40 to 85˚ C

EL228-AA-1
dual universal VAC /
VDC power input

Managed 28 up to 24 up to 26 4 up to 2 IP50 19” rack -40 to 85˚ C

EL228-D0-1
single 24 / 48 / 60
VDC power input

Managed 28 up to 24 up to 26 4 up to 2 IP50 19” rack -40 to 85˚ C

EL228-DD-1
dual 24 / 48 / 60
VDC power input

Managed 28 up to 24 up to 26 4 up to 2 IP50 19” rack -40 to 85˚ C


